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L23/30H-L28/32H Maintenance 
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L23/30H-L28/32H Warning 

It is important that all MAN Diesel & Turbo engines are operated within the given 

specifications and performance tolerances specified in the engines‘ Technical Files 

and are maintained according to the MAN Diesel & Turbo maintenance instructions 

in order to comply with given emissions regulations. 
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L23/30H Main Particulars  
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L28/32H Main Particulars 
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L23/30H-L28/32H Cross section 
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V28/32S Cross section 



7 < > MAN Diesel & Turbo Stig S. Christensen L28/32H Maintenance 29.05.2013  

L28/32H Main Particulars 
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L23/30H-L28/32H Instruction manual split 

The first five sections (600-604) of the book serve as a 

guide to engine operation, and the next fifteen sections 

(605-619) contain technical descriptions, spare parts 

illustrations with appurtenant parts lists, as well as working 

cards. 

The last section (620) comprises tools. 

The engine is divided into a number of main components/ 

assemblies, each of which is described in a section of this 

book (section 605-619). 
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L23/30H-L28/32H Key for Engine Designation 
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L23/30H-L28/32H Designation of Cylinders 
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L23/30H-L28/32H Planned Maintenance Program 
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L23/30H-L28/32H & L28/32H Operation Data & Set points 

10° C change in ambient temperature correspond to approx. 15° C exhaust gas temperature change 
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L28/32H Data for Pressure and Tolerance 
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L28/32H Data for Tightening Torque 
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All data provided in this document is non-binding.  

This data serves informational purposes only and is especially not guaranteed in 

any way. Depending on the subsequent specific individual projects, the relevant 

data may be subject to changes and will be assessed and determined 

individually for each project. This will depend on the particular characteristics 

of each individual project, especially specific site and operational conditions. 

Disclaimer 
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Any questions are welcome 


