
ΠΡΟΣΟΜΕΙΩΤΗΣ ΜΗΧΑΝΟΣΤΑΣΙΟΥ - ΑΕΝ / Ασπροπύργου ΣΤ' ΕΞΑΜΗΝΟ    

Full Ahead Loaded / Ballast       

Cyl. Speed Fuel Index MIP IkW PMAX PCOMP TIGN PINJO PINJM TINJO LINJ TMAX TEXH. OUTLET TCYL. LINER TCYL. COVER Malf. Code Fault Identification

No 1  - Normal Condition

1 No 3 M2601 Injection timing early 50%

2 No 3 M2602 Injection timing late 40%

3 No 3 M2603 Injection valve nozzle wear 70%

4 No 2 M2604 Piston ring wear 50%

5 No 2 M2605 Piston ring blow-by 50%

6 No 2 M2620 Piston ring stiction 50%

7 No 2 M2606 Exhaust valve leakage 50%

8 No 5 M2607 Liner crack 50%

9 No 3 M2610 Fuel oil pump sticking 50%

10 No 3 M2611 Fuel oil pump wear 100%

11 No 2 M2612 Scavenging air port deposits 40%

12 No 5 M2613 Scavenging air box fire 100%

13 No 5 M2614 FO high press pipe rupture 100%

Aξιολόγηση Δυναμοδεικτικών Διαγραμμάτων Κυλίνδρων Κ/Μ

Ονομ/νυμο: Ημερ/νία:            /          / 202          
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